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(A) Tobe used or:shell.uppermost irangth dack, bulwarks; axterior suporstructure bulkheads; and within midships 3/5 angth the
fongitudinalstrength structure including tank 10D and the dack nex below uppermost srength deck i continuous abave machinery

spaces.
For ansversely iramod ships, oduce the tolorances by 1/0in. (3 mi) for ll members stated above except bulwarks and oxterior

superstructure bulkneads.
(B) To be used for the following areas. except where "A" govens: Structural bulkheads forming a boundary of  iving $pace and
contiguous passageways, decks within the hul and SUDSFSITUCIUTe i wa o iving spaces, docks 6xposed to weather, tank and main
ransverse bulkheads and innor bottom plato longitudinals and ransverses.

For oiher structural bulkeads and docks, the unfairnacs aa pormitied by above curves, as applicable, may be increased by 1/8in.

(@mm

Figure 4s—Permissible Unfairness in Steel Welded Structures
as Used for Guidance by U.S. Navy
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Figure 46—Control of Distortion in
Thin Plate By Intermittent Welding




(A) To be used for: shell, uppermost strength deck, bulwarks; exterior superstructure bulkheads; and within midships 3/5 length the longitudinal strength structure including tank top and the deck next below uppermost strength deck if continuous above machinery spaces.


	For transversely framed ships, reduce the tolerances by 1/8” (3 mm) for all members stated above except bulwarks and exterior superstructure bulkheads.


(B) To be used for the following areas, except where “A” governs: Structural bulkheads forming a boundary of a living space and contiguous passageways, decks within the hull and superstructure in way of living spaces, decks exposed to weather, tank and main transverse bulkheads and inner bottom plate longitudinals and transverses.


	For other structural bulkheads and decks, the unfairness as permitte by above curves, as applicable, may be increases by 1/8” (3 mm).
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