Examen de MD3-20de Julio de 2006

Problema 1

Determine las reacciones ejercidas por las articulaciones sobre las barras AC y BD si la carga a elevar es de 100Kg.
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Problema 2

Para la viga CD construida en planchuela de 2”x 1/2”:

a) Determine el esfuerzo cortante máximo, indicando la orientación del plano en el cual se produce.

b) Indicar si puede utilizarse planchuela de acero al carbono con Sy =60 ksi, y en caso afirmativo hallar el factor de seguridad con el cual trabajaría.
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Problema 3

Se tiene un eje de 1in de diámetro, el cual transmite 40hp a 1450rpm desde el motor en E hacia una máquina en G (E y G apoyos simples). Se sabe que dicha máquina además ejerce una carga axial P sobre el eje y se quiere averiguar cual es la máxima carga axial P que puede ejercerse sobre este para que no falle.

Material del eje: Acero AISI  1020 con Sy = 60ksi y Su=75ksi

F.S.= 2,5.
[image: image3.png]4. The 304 stainless steel (G = 75 GPa) shaft is 3 m long. When it is rotating at 60 rads, it
transmits 30 KW of power from the engine E to the generator G. Determine the minimum
diameter of the shaft if the allowable shear stress is taiou = 150 MPa and the shaft is restricted
not to twist more than 0.08 rad





[image: image1.png]6-129. Determine the forces which the pins at A and

B exert on the two-member frame which supports the
100-kg crate.
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